Micro Dc Motor

FA-130 RA/SA

Application:
Typical Applications~  Typical Applications~ Motorized Plastic Model

Electrical Specification

Voltage No Load At Maximum Efficiency Stall
Model . Speed | Current | Speed | Current Torque Output Torque Current
Oﬁe'at'" Nominal P P A P i
ange r/min A r/min A mN-m | g'cm w mN-m | g'Cm A

DC15V | 9100 @ 02 6990 | 066 | 059 6 043 | 255 | 26 22
DC3V [16400| 023 |13200 | 095 | 084 8.6 116 | 432 | 44 392
DC15V | 6200 | 015 | 4540 | 041 047 48 022 | 176 | 18 112
DC3V [12300| 0.15 | 9710 | 056 | 0.74 76 076 | 353 | 36 21
FA-130RA-14150 | DC1.5-45vV | DC3V | 8300 | 0.11 | 6150 | 0.31 055 56 035 | 211 | 22 09
FA-130SA-2270 | DC1.5-3.0Vv | DC3V |13000, 02 |10650 | 091 124 | 127 | 138 | 686 | 70 41
FA-130SA-18100 | DC1.5-45V | DC3V | 9300 | 0.14 | 7350 | 053 103 | 105 | 079 | 491 | &0 2
FA-130SA-14150 | DC1.5-4.5V | DC3V | 6200 | 008 | 4780 | 027 | 0.74 76 037 | 323 | 33 09

*Note:It's only typical technicai data for reference, Special requirement can be customized.

FA-130RA-2270 | DC 1.5-3.0V

FA-130RA-18100 | DC 1.5-3.0V

Mechanical Dimensions
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